


FASTBIND PUREVA XT - The Future for PUR Binding
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Traditional PUR Binding
Traditional, big and costly binding solution

• Big initial investment

• High operating costs

• Needs constant maintenance

New Fastbind PUR Binding
New, compact and economical solution

• 1/3 of the price*

• 1/3 of the operating costs*

• 1/3 of the space needed*

 *compared to traditional solutions

Ashgate Automation Ltd 
Unit 7 - 8 Monument Business Park, Warpsgrove Lane, Chalgrove, Oxford, England OX44 7RW
Tel: 01865 891904   |   Fax: 01865 891905   |   www.ashgate.co.uk

Speci� cations
Europe U.S.A.

Production speed 1-3 books per minute 1-3 books per minute

Min/max binding thickness 0.1 - 45 mm 0.1 - 1.9 inches

Max. binding length Up to 455 mm 17.9 inches

Min/Max. binding height 140 / 320 mm 5.5 - 12.5 inches

Max soft cover thickness** Up to 400 g/m² Up to 400 g/m²

Voltage (V) / Frequency (Hz)  220 - 240 50 - 60

Max. current 3.8 A 3.8 A

Machine dimensions (W x D x H)1070 x 600 x 640 mm 42 x 23 x 25 inches

Weight 90 kg 198 lbs

Approvals CE CE

output rate depends on operator, selected cover and glue type *
depending on material properties **

Product information as of July 2014 and is subject to change without notice.

presented exclusively by

6218 FASTBIND PUREVA BROCHRE 2014 - ASHGATE.indd   3 03/10/2014   09:29


